
Liquid paint for aluminium panels with custom colours

Aluminium Composite Panels for Architecture

Aluminium Honeycomb Panels for Architecture

Aluminium Honeycomb Panels for Corporate Image



TMFeve LUMIFLON  2 Layers
Based on fluoropolymer resins with a nominal thickness of 30µ

Lead time for all orders: 3-4 weeks.

Minimum order quantity: 100 sqm.

Minimum order per position (width x length):
10 panels.

Metallic colours are always 30G.

Custom colour matching available

Fluorescent and metallic colours from the RAL K5 chart 

are not possible

® ® ®Paint applicable for larson , larcore  A2 and signi  FR 303 panels.

Coated on one side with an 80µ protective film.

Weathering, ageing and abrasion resistance for outdoor use.

GENERAL CONDITIONS

TMFeve LUMIFLON  3 Layers

® ®Paint applicable for larson  and larcore  A2 panels.

Coated on one side with an 80µ protective film.

Clear coat antigraffitti applied over any color in PVDF or DG5 qualities.

NEW

QUANTITIES

30G ANTIGRAFFITI

Gloss levels:

a) Super matt (10G): possible gloss variation 

between 10G-20G.

b) Matt (30G): possible gloss variation between 

20G-45G.

c) Glossy (60G): possible gloss variation between 

45G-65G.

Orders from 100 sqm

Solid colour 30G:

• RAL K5 CLASSIC (excluding RAL3032, RAL3009, RAL3011, 

RAL4004, fluorescent and metallic colours).

• NCS INDEX 2050 colours.

Orders above 200 sqm

a) Solid colours 10G, 30G and 60G:

• RAL K5 CLASSIC (excluding fluorescent and metallic 

colours).

• NCS INDEX 2050 colours.

• Other colours upon request.

b) Metallic colours 30G:

• Available options: Copper 1968, Gold Metallic, Brilliant 

Metallic, Bronze Metallic and Pearl Grey 1035.

• Samples required due to differences in appearance and tone 

compared to standard PVDF colours.

Orders from 100 sqm to 400 sqm / colour

Panel dimensions:
®larson  FR

• 1575x5000 mm / 1575x4000 mm

• 1500x5000 mm / 1500x4000 mm / 1500x3000 mm

• 1250x5000 mm / 1250x4000 mm / 1250x3000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1000-1250-1500-1575 mm).

• Length (from 3 m till 6 m). 

Panel dimensions:
®larson  A2

• 1500x5000 mm / 1500x4000 mm

• 1250x5000 mm / 1250x4000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1250-1500-1575 mm).

• Length (from 3 m till 6 m). 

Orders starting at 100 sqm / colour

Panel dimensions:
®a) larcore  A2 14 mm (1,0/1,0):

• 1500x6000 mm / 1500x5000 mm

• 1250x6000 mm

Orders above 400 sqm/ colour

• Custom manufacturing by width (1250-1500 mm).

• Length (from 3 m till 6 m). 

®b) larcore  A2 10 mm (0,7/0,7):

• 1500x6000 mm

Orders starting at 100 sqm / colour

Panel dimensions:
®a) signi  FR 3 mm (0,3/0,3):

• 1500x5000 mm / 1500x4000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1250-1500 mm).

• Length (from 3 m till 6 m). 

TMFeve LUMIFLON  3 Layers
Based on fluoropolymer resins + Clear coat antigraffiti with a nominal thickness of 55µ

Paint applicable for larson® and larcore® A2 panels.

Coated on one side with an 80µ protective film.

Clear coat antigraffitti applied over any color in PVDF or DG5 qualities.

NEW

QUANTITIES

30G ANTIGRAFFITI

Orders from 100 sqm to 400 sqm / colour

Panel dimensions:
®larson  FR

• 1575x5000 mm / 1575x4000 mm

• 1500x5000 mm / 1500x4000 mm / 1500x3000 mm

• 1250x5000 mm / 1250x4000 mm / 1250x3000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1000-1250-1500-1575 mm).

• Length (from 3 m till 6 m). 

Panel dimensions:
®larson  A2

• 1500x5000 mm / 1500x4000 mm

• 1250x5000 mm / 1250x4000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1250-1500-1575 mm).

• Length (from 3 m till 6 m). 

Orders starting at 100 sqm / colour

Panel dimensions:
®a) larcore  A2 14 mm (1,0/1,0):

• 1500x6000 mm / 1500x5000 mm

• 1250x6000 mm

Orders above 400 sqm/ colour

• Custom manufacturing by width (1250-1500 mm).

• Length (from 3 m till 6 m). 

®b) larcore  A2 10 mm (0,7/0,7):

• 1500x6000 mm

Orders starting at 100 sqm / colour

Panel dimensions:
®a) signi  FR 3 mm (0,3/0,3):

• 1500x5000 mm / 1500x4000 mm

Orders above 400 sqm / colour

• Custom manufacturing by width (1250-1500 mm).

• Length (from 3 m till 6 m). 

• PVdF Coastal 31µ + Clear coat FEVE Antigraffiti 15µ with a nominal thickness of 45µ

• DG5 35µ + Clear coat FEVE Antigraffiti 15µ with a nominal thickness of 50µ
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Polígono Industrial de Bayas

Calle Ircio, Parcelas R68 - R74

09200 Miranda de Ebro (SPAIN)

+34 947 333 320

info@alucoil.com

www.alucoil.com 


